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AX-TE-DSP
Room Display with Setpoint and 2 x 0-10V outputs

Product Specifications
Plate Size: Single Gang
Plate Designation: WhiteABS plate with fixing holes
Backbox: Standard single gang deep backbox
Voltage: 24Vac
Display: 7 segment 3.5digit LCD
Temperature Output Range: -10 to 40deg C (standard)
Temperature: 0-10Vdc (optional additional thermistor)
Setpoint Range: 10 to 35deg C (standard)
Setpoint Control: Up down push buttons
Setpoint Output : 0-10Vdc
Dimensions: 85(W)x 85(H)x 10(D)mm
Weight: 100gms
Country of Origin: United Kingdon

Order Code:-

AX-TE-DSP Single gang plate c/w Display, Setpoint & temperature -2AO
AX-TE-DSP-T Single gang plate c/w Display, Setpoint & temperature -2AO + thermistor

TheAX-TE-DSPis a wall mounted Room Display
with Setpoint controland Temperature Output.
The unit is powered from 24Vac and gives as standard
2 x 0-10Vdc outputs of the temperature and setpoint.
The unit is designed to be mounted to a standard
single gang deep backbox.
There is an option for anadditional thermistor output
of the temperature.
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AX-TE-DSP
Room Display with Setpoint and 2 x 0-10V outputs

Connections
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